
Manufacturer reserves the right to substitute components as necessary for continued product improvement.
* Screens are not meant to restrain a child from falling through an open window.

Vinyl Impact
Windows & Doors

Series 30 Single Hung Window 
	 for New Construction Applications

Vinyl impact construction meets AAMA 
hurricane debris test protocols

Laminated glass system with .090" 
interlayer provides impact resistance and 

reduces outdoor sound transmission

Insulated glass panel with warm edge 
spacer system provides energy saving thermal 

performance

Double, reinforced interlocks  
provide exceptional structural integrity, 

strength and security

Multi-chambered frame  
assembly improves thermal performance and 

helps enhance sound absorbency

Aluminum reinforced bottom rail for 
enhanced structural performance

Integral, pre-punched nail �n targets 
proper screw location for secure installation

*Half screen is standard

White standard, almond optional

Cam-lock and keeper help provide a 
weather-tight seal and added security

Heavy-duty construction is quali�ed for 
use in a wide variety of construction applications

Single hung windows have a �xed 

top sash and a bottom sash that 

operates vertically. Series 30 Single 

Hung windows look just like any other 

window, yet meet all AAMA/American 

Architectural Manufacturers Association 

speci�cations for hurricane impact and 

cycle testing standards.

Certi�ed DP55

Block and tackle balance  
system on sizes up to 36" x 72"  
ensures easy sash movement

Heavy-duty spiral balance  
system designed speci�cally for larger 
glass is standard on sizes over 36" x 72" 
(Maximum size: 53" x 77")

Available in complementary horizontal 
slider, picture window and special shapes

Precision-mitered, fusion  
welded corners for advanced 
structural integrity

Concealed drainage system 
keeps dust out and water drainage clear

Options:  
Low-E glass 
Low-E glass with Argon gas 
Flat and contoured grids available




